
ATC10
Rated Power (RMS) 10 W
Power Taps 10W, 5W, 2.5W, 1.25W, 8 Ohm
Sensitivity 106db (1W 1M)
Freq. Range 300Hz - 8KHz
Dispersion 120 degree
Weight 1.3 Kg
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ATC-10
HORN SPEAKER

100V LINE SWITCH POSITION

1…………. 1.25 W

2…………. 2.5 W

3…………. 5 W

4…………. 10 W

5…………. OFF

6…………. 8 OHM

INPUT

+ RED

- BLACK

OUTPUT

+ WHITE

- GREEN



ATC15
Rated Power (RMS) 15 W
Power Taps 15W, 7.5W, 3.75W, 1.87W, 8 Ohm
Sensitivity 108db (1W 1M)
Freq. Range 125Hz - 14KHz
Dispersion 110 degree
Weight 3.2 Kg
Water Protection IP66

ATC-15
HORN SPEAKER

100V LINE SWITCH POSITION

1…………. 15W

2…………. 7.5W

3…………. 3.75W

4…………. 1.87W

5…………. OFF

6…………. 8 OHM
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INPUT
RED+

WHITE-
OUTPUT

BLUE+

YELLOW-



ATC30
Rated Power (RMS) 30 W
Power Taps 30W, 15W, 7.5W, 3.75W, 8 Ohm
Sensitivity 110db (1W 1M)
Freq. Range 125Hz - 14KHz
Dispersion 100 degree
Weight 3.5 Kg
Water Protection IP66

ATC-30
HORN SPEAKER

100V LINE SWITCH POSITION

1…………. 30W

2…………. 15W

3…………. 7.5W

4…………. 3.75W

5…………. OFF

6…………. 8 OHM

1
2

3

4

5
6

INPUT
RED+

WHITE-
OUTPUT

BLUE+

YELLOW-
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